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0899 I'ntered in Computer lile

SEATE OF LOUISIANA
DEPARTMENT OF TRANSPOR TATION AND BDEVELOPMINT
— PR FIBER OPTIC PERMIT (Authorized by State Law RS 18 381.2)
A copy of this permit shail be available at the site where and when work is performed

PUSTRICT APPROVAL

B3y A e o Contro} L it

Sun America Commumcations Corporanon hereinalter termed
T B Name af . '\;1{\1m|nl iy . LRI e

the applicant, requests a permit for the use and oceupaney of the right-of-way of State Highway

Rapides, Evangeline, Avoyelles, St. Landry and
_in __ Lafayette Parishes Parish. located as tollows:

en: lntcrstatcs #49 and #10 {pcr map)

~ From the Intersection of 1-49 and La. #8, go south along 149 to the intersection of I-10 then proceed west along [-10 to the
"intersection of Ambassador Caffery Drive. o

for the installation. operation and mainienance of the following described project:

Sun America’s Shreveport to Lafayette La. Fiber Optic Project consisting of the underground installation of conduit and fiber
opric cable.

Fstimated number of times this facility will be accessed cach year aller construction has been completed, including meter readings: 12_,_

Sun America Communications Corporation

ompany Name
4530 Barsdale Boulevard

Compuny Address

Date

Boss;er%(&:“tv):, ]_’I;’&”‘“ 711 127 ” Jack Freeman, President and CEO

Citv or Town State Zip Code Name of Person Signing Permit (Typed or Priulc;J-)

_(318) 487 8017

clephone No.

Applicant must notity District Permit Specialist, Phone Number: LR ] . priorto
heainning work and after work is completed.

Final inspection and approvatby: Date:

The permit fee as detailed hcrem must lccnmpqm the application. The fee must be paid by cheek or money order; this office will

not accept cash.

This Interim Fiber Optic Permit is being issued in order to accommodate permittees who have applied for pe rmits after enactment
of R. S. 48:381.2 and promulgation of the Notice of Intent entitled “Fiber Optic Permits” published in the March 20, 1999, issue of
the Louisiana Register, but before final rule- making is enacted. It is recognized by all parties hereto that final rule-making and/or

—_— o

legislative or Jli(ll(‘l.ll action may alter the terms and conditions under which the Department of Transportation and Development
must operate in the issuance of Fiber Optie Permits and it is understood by all parties hereto that at such time as the terms aml
conditions of such permits are legislatively or judicially altered, then and in such event, this permit shall no longer be in force and
effect and a new permit will be issued.

s Ceier - 20,/2“‘) NOTE: Permit issued contingent on applicant

Al work must be completed b\':4/ % submitting detailed drawings indicating type of
" (Expifation Date) facilities and exact placement of facilities prior
to construction. HEADOUARTERS UTILITY & PERMIPENGINUER

BY: - ( T e
TADOUARTERS RIGHT OF \\)A PERNTTS ENGINEER

HEADOUARTERS (ORIGINAL) DISTRICT PERMITULL



Permit No.

150877

The following general conditions and standards shall apply:
FIRST: The rights and privileges granted to applicant shall-be nonexclusive and shall not be construed to be any broader than those
expressly set forth in Lovisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws
and the standards of the Department.
SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require
such changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation,
reconstruction, widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the
highway, or to insure the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be
borne by the applicant, and all of the cost of the work to be accomplished under the permit shall be borne by the applicant.
THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed
facilities shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously
granted permits of use and occupancy. Departmental records of prior permits are available for inspection. It is the duty of the applicant to
determine the existence and location of all facilities within the highway right-of-way.
FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following;:
AASHTO Guide for Accommodating Utilities within Highway Right of Way,
Code of Federal Regulations, 23 CFR 23,
Nationa} Electrical Safety Code (C2), and

4. 1996 Federal Telecommunications Act.
FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves
the right to modify its policies, as may be required, if conditions warrant. '
SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the
Department, shall be furnished to the Department by the applicant free of cost. The applicant shall make any and all changes or additions
necessary in order to receive Departmental approval. ,
SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Directives and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revised. ’
EIGHTH: The applicant must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of
the exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees,
provided, however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department,
its agents or employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its
agents or employees. It is recognized by permittee that the Department is issuing this permit prior to finalization of rule-making.
Therefore, the permittee agrees hereby to indemnify the Department against any and all claims, suits, liabilities, losses, damages, costs or
expenses in the event that said claims, suits, liabilities, losses, damages, costs or expenses are sustained by reason of issuance of this permit
by Department.
NINTH: The applicant is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not
be assigned to another company without the express written consent of the Department.
TENTH: Any permit granted by the Department is subject to revocation at any time. It is understood by the parties hereto that this permit
is issued prior to completion of final rule-making which will ultimately govern the issuance, terms and conditions of the final permit.
ELEVENTH: Signing for waming and protection of traffic in instances where workmen, equipment or materials are in close proximity to
the roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer
edge of the shoulder of the highway on one side to the outer edge of the shoulder of the highway on the opposite side, including the median
of any divided highway. ) o
TWELFTH: All provisions and standards contained in the permit relative to the installation of utilities shall apply to future operation,
service and maintenance of utilities.
THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected
by work under a permit must be restored to the satisfaction of the Department.
FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape
placed directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to
all facilities.
FIFTEENTH: Prior to performing any excavations, the applicant is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the applicant must be a member of Louisiana One-Call.

hadi h e

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE

A. GENERAL
(1) All materials and workmanship shall conform to the requirements of the applicable industry code and to Department
specifications.
(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.
(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the
adjacent undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance.

HEADQUARTERS (ORIGINAL) DISTRICT PERMiTTEE
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Permit No.

Where existing spoil mdterial is, at the discretion of the Department, unsuitable for backfill, select material shall be fumished in

lieu thereof, and the existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the applicant shall be represented by a plan covering any such actions.
Such plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing
and grubbing. The applicant is authorized to retain all cleared timber. The applicant shall follow-up with an erosion control,
seeding plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:

a. First from the land side,

b. Second from the interchange (longitudinally), and

c. Third from the highway.

(6) Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a

problem occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total

cost. :

(8) The DOTD District Permit Office shall be contacted and notified and shail give Departmental approval whenever the instailation
must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Department.

(10) Parallel installations shall be located on a uniform alignment to the right-of-way line and within six (6) inches of the approved
alignment. : -

B. CABLES INSTALLED PARALLEL TO THE HIGHWAY
(1) In addition to the requirements enumerated above, the following requirements shall apply to cables installed parallel to the

highway:

a.  Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant
from the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;

b. Installations shall have a minimum earth cover of thirty-six (36) inches;

c. Installations shall have a minimum clearance of twenty-four (24) inches below existing or proposed drainage structures,
unless otherwise approved by the Department.

d.  There shall be no instaltation of cable within the median.

(2) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for

installing cable shall be:

a. Between the control-of-access, and the right-of-way.

b. Between control-of-access right-of-way and shoulder if environmental conditions allow.
c.  On longitudinal elevated structure,

C. CABLES CROSSING THE HIGHWAY
(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or

drainage structures. :

{2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway
may be used for this purpose.

(3) Construction methods used shall be in accordance with the following requirements:

a  Cutting the surface or tunneling under it is specificaily prohibited.

b. Installation shail be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the
absence of ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the
outside edge of the traveled way to a point at least equal to three (3) times the vertical difference between the
elevation of the roadway surfacing and the elevation of the top of the cable. Where width of right-of-way is
insufficient to enable compliance with this requirement or where it is necessary to make a connection to an
existing parallel facility which precludes compliance, the distance shall be computed to the right of way line or to
the parallel facility. Any voids or overbreaks resulting from this task shall be backfilled with' grout consisting of a
cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the edge of the
pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

D. FEES
(1) A fee of $5,000/mile shall apply to fiber optic telecommunications installations placed within State controlled access highway

rights-of-way.

(2) The Department may reduce fees in exchange for shared resources. These resources shall be as described in the attached Special
Conditions document. , -

(3) The Department may reduce fees for its agents, i.e. those permit applicants who erect facilities on behalf of the Department in
order to conduct Departmental work. ’

HEADQUARTERS (ORIGINAL) DISTRICT PERMITTEE



1b05??

Special Conditions for Sun America Communications Corporation
Fiber Optic Permit

DR AF T (3/28/00)

DOTD hereby waives all fees applicable to this permit, in exchange for hardware,
software, and services described in “Equipment List” to be provided at Sun America
expense.

Sun America intends to install fiber optic cable along I-49 from a point near I-10 Exit 103
(Ambassador Caffery Drive) west of Lafayette, LA, to a point near 1-49 Exit 103, near
Boyce, LA, a total of 107 miles.

DOTD will develop the equipment list to total the calculated total value at $5,000 per
mile along controlled access portions of the route (approximately $535,000). Items on the
Equipment List will be priced by the DOTD’s selected supplier. Sun America will
compensate the supplier at Sun America’s cost for the listed items.



Fiber Optic Permit
between
State of Louisiana Department of
Transportation and Development

and
PF. NET Network Services Corp.
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STATE OF LOUISIANA
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
FIBER OPTIC PERMIT
(Authorized by State Law R.S. 48:381.2) ]
A copy of this permit shall be available at the site where and when work is performed

DISTRICT APPROVAL

By Date Control Unit_

PE.NET NETWeRK SERVICES CoRP 4§ ATHT Cozp
R Name of Applicant

, hereinafter termed

the applicant, requests a permit for the use and occupancy of the right-of-way of State Highway

No.__I-io , -0 in Parish, located as follows:

Se  ATTAcume ~T

for the installation, operation and maintenance of the following described project:

LONGE Bhuy, TeEelLeCoMmMun~ny il ATIONS FRER OPT1C SYSTEM T/ 7 Ale ot COvStSTrl

g7 Sex 6D L9 oY colsuits AID RECATED FACITIEZS

Estimated number of times this facility will be accessed each year after construction has been completed, including meter readings: _§ .

PE.ANET NETWOR K SERV.CES CoRP

Company Name 7
LS w
Company Address Signature of Owner Date
R STREET
Street or P.O. Box
WASHONG AL PV R THARCw A CumArves
City or Town State Zip Code - Name of Person Signing Permit (Typed or Printed)
R6o0/835 - 477¢0
Telephone No.

Applicant must notify District Permit Specialisi, Phone Number:

, prior to
beginning work and after work is completed.

Final inspection and approval by: - ) Date: )

The permit fee as detailed herein must accompany the application. The fee must be paid by check or money order; this office will
not accept cash.

Date Issued: 4/1 Z_/ Zwo
All work must be completed by: 4[ / Z[ ZM/

(Expiration Date)
HEADQUARTERS UTILITY & lﬁMlT ENGINEER
y/
BY: 2
HEADQUARTERS RIGHT 07' WAY PERMITS ENGINEER
HEADQUARTERS (ORIGINAL) ' DISTRICT

PERMITTEE
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Permit No.

The following general conditions.and standards shall apply:

FIRST: The rights and privileges granted to applicant shall be nonexclusive and shall not be construed to be any broader than those
expressly set forth in Louisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws
and the standards of the Department. -

SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require
such changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation,
reconstruction, widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the
highway, or to insure the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be
bomne by the applicant, and all of the cost of the work to be accomplished under the permit shall be borne by the applicant.

THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed
facilities shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously
granted permits of use and occupancy. Departmental records of prior permits are available for inspection. It is the duty of the applicant to
determine the existence and location of all facilities within the highway right-of-way.

FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following:

1. AASHTO Guide for Accommodating Utilities within Highway Right of Way,
2. Code of Federal Regulations, 23 CFR 23,

3. National Electrical Safety Code (C2), and

4. 1996 Federal Telecommunications Act.

FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves
the right to modify its policies, as may be required, if conditions warrant. ,

SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the
Department, shall be furnished to the Department by the applicant free of cost. The applicant shall make any and all changes or additions
necessary in order to receive Departmental approval..

SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Directives and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revised.

EIGHTH: The applicant must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of
the exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees,
provided, however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department,
its agents or employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its
agents or employees. It is recognized by permittee that the Department is issuing this permit prior to finalization of rule-making.
Therefore, the permittee agrees hereby to indemnify the Department against any and all claims, suits, liabilities, losses, damages, costs or
expenses in the event that said claims, suits, liabilities, losses, damages, costs or expenses are sustained by reason of issuance of this permit
by Department.

NINTH: The applicant is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not
be assigned to another company without the express written consent of the Department.

TENTH: Any permit granted by the Department is subject to revocation at any time. It is understood by the parties hereto that this permit
is issued prior to completion of final rule-making which will ultimately govern the issuance, terms and conditions of the final permit.
ELEVENTH: Signing for wamning and protection of traffic in instances where workmen, equipment or materials are in close proximity to
the roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer
edge of the shoulder of the highway on oné side to the outer edge of the shoulder of the highway on the opposite side, including the median
of any divided highway. B

TWELFTH: All provisions and standards: contained in the permit relative to the installation of utilities shall apply to future operation,
service and maintenance of utilities. '

THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected
by work under a permit must be restored to the satisfaction of the Department.

FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape
placed directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to
all facilities.

FIFTEENTH: Prior to performing any excavations, the applicant is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the applicant must be a member of Louisiana One-Call.

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE

A. GENERAL

(1) All materials and workmanship .shall conform to the requirements of the applicable industry code and to Department
specifications.

(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.

(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the
adjacent undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance.

HEADQUARTERS (ORIGINAL) DISTRICT PERMITTEE
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Where existing spoil material is, at the discretion of the Department, unsuitable for backfill, select material shall be furnished in

lieu thereof, and the existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the applicant shall be represented by a plan covering any such actions.
Such plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing
and grubbing. The applicant is authorized to retain all cleared timber. The applicant shall follow-up with an erosion control,
seeding plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:

a.  First from the land side,

b.  Second from the interchange (longitudinally), and

¢.  Third from the highway.

(6) .Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a
problem occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total
cost.

(8) The DOTD District Permit Office shall be contacted and notified and shall give Departmental approval whenever the installation
must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Department. -

(10) Parallel installations shall be located on a uniform alignment to the right-of-way line and within six (6) inches of the approved
alignment. -

B. CABLES INSTALLED PARALLEL TO THE HIGHWAY

(1) In addition to the requirements entmerated above, the following requirements shall apply to cables installed parallel to the
highway:

2. Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant
from the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;
Installations shall have a minimum earth cover of thirty-six (36) inches;

c. Installations shall have a minimum clearance of twenty-four (24) inches below existing or proposed drainage structures,
unless otherwise approved by the Department.

d. There shall be no installation of cable within the median.

(2) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for
installing cable shall be:

a. Between the control-of-access, and the right-of-way.

b. Between control-of-access right-of-way and shoulder if environmental conditions allow.

¢.  On longitudinal elevated structure.

C. CABLES CROSSING THE HIGHWAY

(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or
drainage structures.

(2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway
may be used for this purpose.

(3) Construction methods used shall be in accordance with the following requirements:

a.  Cutting the surface or tunneling under it is specifically prohibited.

b. Installation shall be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the
absence of ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the
outside edge of the traveled way to a point at least equal to three (3) times the vertical difference between the
elevation of the roadway surfacing and the elevation of the top of the cable. Where width of right-of-way is
insufficient to enable compliance with this requirement or where it is necessary to make a connection to an
existing parallel facility which precludes compliance, the distance shall be computed to the right of way line or to
the parallel facility.” Any voids or overbreaks resulting from this task shall be backfilled with grout consisting of a
cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the edge of the
pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

D. FEES
(1) A fee of $5,000/mile shall apply to fiber optic telecommunications installations placed within State controlled access highway
rights-of-way.
(2) The Department may reduce fees in exchange for shared resources. These resources shall be as described in the attached Special
Conditions document.

(3) The Department may reduce fees for its agents, i.e. those permit applicants who erect facilities on behalf of the Department in
order to conduct Departmental work.

HEADQUARTERS (ORIGINAL) DISTRICT - PERMITTEE
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Special Conditions for PF.Net, Inc.
Fiber Optic Permit

DOTD hereby waives all fees applicable to this permit, in exchange for hardware,
software, and services described in “Equipment List” at PF.Net expense.

PF.Net intends to install fiber optic cable from the Louisiana-Texas state line to the
Louisiana-Mississippi state line, generally along I-10 except for portions along I-49 to
US-190 across the Atchafalaya Basin, and LA-415 to I-10. The total length of the route is
approximately 300 miles, with approximately 200 miles along controlled access
highways.

DOTD will develop the equipment list to total the calculated total value at $5,000 per
mile along controlled access portions of the route (approximately $1,000,000). Items on
the Equipment List will be priced by the DOTD’s selected supplier. PF.Net will
compensate the supplier at PF.Net’s cost for the listed items.
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STATE OF LOUISIANA - .
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
TEMPORARY FIBER OPTIC PERMIT (Authorized by State Law R.S. 48:381.2)
A copy of this permit shall be available at the site where and when work is performed

DISTRICT APPROVAL

By Date Control Unit

Level 3 Communications, LLC
Name of Applicant

, hereinafte

the applicant, requests a permit for the use and occupancy of the right-of-way of State Highway

No. I-10 in___all encompassing Parish, located as follows:

beginning at the Texas/Louisiana State Line adjacent to and parallel to I-'l(—

it \)’6 - T/ ] 1
distance of 806,050' on the North side of I-10 and Zﬁ 6{ the South 51

for the installation, operation and maintenance of the following described project:

_fiber-optic system, consisting of 12 ducts.

Estimated number of times this facility will be accessed each year after construction has been completed, including meter reading

Level 3 Communications, LLC

C N — , 3
13251 01d Denton Road T/ SLAFE 8 / S—
Company Address Signature of Owner -
Fort Worth, Texas 76178

Street or P.O. Box

(817) 337-7334 T. R. Willett—Program Construc
City or Town State Zip Code Name of Person Signing Permit (Typed or F
. Telephone No.
Applicant must notify District Permit Specialist, Phone Number: *See attached list , pr
beginning work and after work is completed. Contact: Dawn Young (225) 379-1510
Final inspection and approval by: - Date:

The permit fee as detailed herein must accompany the application. The fee must be paid by check or money order, this o_
not accept cash.

This Interim Fiber Optic Permit is being issued in oerder to accommodate permittees who have applied for permlts after e —G—————————
of R. S. 48:381.2 and promulgation of the Notice of Intent entitled “Fiber Optic Permits” published in the March 20, 1999 :
the Louisiana Register, but before final rule-making is enacted. It is recognized by all parties hereto that final rule-makin ————]
legislative or judicial action may alter the terms and conditions under which the Department of Transportation and Deve—
must operate in the issuance of Fiber Optic Permits and it is understood by all parties hereto that at such time as the ter mu———————————
conditions of such permits are legislatively or judicially altered, then and in such event, this permit shall no longer be in fc
effect and a new permit will be issued.

NOTE: Permit issued contingent on appl-
Date Issued: 09-09-99 submitting detailed drawings indicating type c ]

and exact placement of facilities prior to commmm—————

All work must be completed by: __ 09-09-00
(Expiration Date)

HEADQUARTERS UTILITY & PERMIT ENGINEER

N/

ARTERS RIGHT OF WAY PERMITS ENGINEER

HEADQUARTERS (ORIGINAL) ISTRICT PERM
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 The following general conditions and standards shall apply:
FIRST: The rights and privileges granted to applicant shall be nonexclusive and shall not be construed to be any broader than those
expressly set forth in Louisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws
and the standards of the Department.

SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require
such changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation,
reconstruction, widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the
highway, or to insure the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be
borne by the applicant, and all of the cost of the work to be accomplished under the permit shall be borne by the applicant.

THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed
facilities shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously
granted permits of use and occupancy. Departmental records of prior permits are available for inspection. It is the duty of the applicant to
determine the existence and location of all facilities within the highway right-of-way. )

FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following:

1. AASHTO Guide for Accommodating Utilities within Highway Right of Way,
2. Code of Federal Regulations, 23 CFR 23,

3. National Electrical Safety Code (C2), and

4, 1996 Federal Telecommunications Act.

FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves
the right to modify its policies, as may be required, if conditions warrant.

SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the
Department, shall be furnished to the Department by the applicant free of cost. The applicant shall make any and all changes or additions
necessary in order to receive Departmental approval. '

SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Directives and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revised.

EIGHTH: The applicant must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of
the exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees,
provided, however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department,
its agents or employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its
agents or employees. It is recognized by permittee that the Department is issuing this permit prior to finalization of rule-making.
Therefore, the permittee agrees hereby to indemnify the Department against any and all claims, suits, liabilities, losses, damages, costs or
expenses in the event that said claims, suits, liabilities, losses, damages, costs or expenses are sustained by reason of issuance of this permit
by Department.

NINTH: The applicant is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not
be assigned to another company without the express written consent of the Department.

TENTH: Any permit granted by the Department is subject to revocation at any time. It is understood by the parties hereto that this permit
is issued prior to completion of final rule-making which will ultimately govern the issuance, terms and conditions of the final permit.
ELEVENTH: Signing for warning and protection of traffic in instances where workmen, equipment or materials are in close proximity to
the roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer
edge of the shoulder of the highway on one side to the outer edge of the shoulder of the highway on the opposite side, including the median
of any divided highway. )

TWELFTH: All provisions and standards contained in the permit relative to the installation of utilities shall apply to future operation,
service and maintenance of utilities.

THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected
by work under a permit must be restored to the satisfaction of the Department.

FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape
placed directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to
all facilities.

FIFTEENTH: Prior to performing any excavations, the applicant is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the applicant must be a member of Louisiana One-Call. i

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE

A. GENERAL
(1) All materials and workmanship shall conform to the requirements of the applicable. industry code and to Deparfment
specifications.
(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.
(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the
adjacent undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance.

HEADQUARTERS (ORIGINAL) DISTRICT PERMITTEE
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Where existing spoil material is, at the discretion of the Department, unsuitable for backfill, select material shall be furnished in

. lieu thereof, and the existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the applicant shall be represented by a plan covering any such actions.
Such plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing
and grubbing. The applicant is authorized to retain all cleared timber. The applicant shall follow-up with an erosion control,
seeding plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:

a.  First from the land side, .
b. Second from the interchange (longitudinally), and
¢.  Third from the highway.

(6) Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a
problem occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total
cost.

(8) The DOTD District Permit Office shall be-contacted and notified and shall give Departmental approval whenever the installation
must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Department.

(10) Parallel installations shall be located on a uniform alignment to the right-of-way line and within six (6) inches of the approved
alignment.

B. CABLES INSTALLED PARALLEL TO THE HIGHWAY

(1) In addition to the requirements enumerated above, the following requirements shail apply to cables installed parailel to the

highway:
a  Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant
from the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;
. Installations shall have a minimum earth cover of thirty-six (36) inches;
¢. Installations shall have a minimum clearance of twenty-four (24) inches below existing or proposed drainage structures,
unless otherwise approved by the Department.
d.  There shall be no installation of cable within the median.
(2) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for
installing cable shali be:
a. Between the control-of-access, and the right-of-way.
b. Between control-of-access right-of-way and shoulder if environmental conditions allow.
¢. On longitudinal elevated structure.
C. CABLES CROSSING THE HIGHWAY

(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or
drainage structures.

(2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway
may be used for this purpose.

(3) Construction methods used shall be in accordance with the following requirements:

a. Cutting the surface or tunneling under it is specifically prohibited.

b. Installation shall be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the
absence of ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the
outside edge of the traveled way to a point at least equal to three (3) times the vertical difference between the
elevation of the roadway surfacing and the elevation of the top of the cable. Where width of right-of-way is
insufficient to enable compliance with this requirement or where it is necessary to make a connection to an
existing parallel facility which precludes compliance, the distance shall be computed to the right of way line or to
the parallel facility. Any voids or overbreaks resulting from this task shall be backfilled with grout consisting of a
cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the edge of the
pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

D. FEES

(1) A fee of $5,000/mile shall apply to fiber optic telecommunications installations placed within State controlled access highway
rights-of-way. B

(2) The Department may reduce fees in exchange for shared resources. These resources shall be as described in the attached Special
Conditions document.

(3) The Department may reduce fees for its agents, i.e. those permit applicants who erect facilities on behalf of the Department in
order to conduct Departmental work.

HEADQUARTERS (ORIGINAL) DISTRICT .° PERMITTEE



Special Conditions for Level 3 Fiber Optic Permit

DOTD hereby waives all fees applicable to this permit, in exchange for the services
specified herein.

Level 3 intends to install fiber optic cable across Louisiana through Lake Charles,
Lafayette, and beyond Baton Rouge, along I-10.

Level 3 shall supply DOTD with ## of repeaters with drop and insert capability electronic
equipment, which will be configured as an OC-12 (full list to be provided by Gene
Cummings).
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STATE OF LOUISIANA
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
FIBER OPTIC PERMIT

(Authorized by State Law R.S. 48:381.2)
A copy of this permit shall be available at the site where and when work is performed

IT IS UNDERSTOOD BY ALL PARTIES HERETO THAT THIS PERMIT SHALL BE FINAL AND IN FORCE AND
EFFECT UPON SIGNATURE OF PERMITTEE AND SIGNATURE OF DEPARTMENT OF TRANSPORTATION AND
DEVELOPMENT OFFICIALS

Caprock Telecommunications, Inc., hereinafter referred to as “ Permittee”, requests a permit for the use and occupancy of the right-of-way
of Interstate Highway Nos. I-20 and I-220 in Caddo, Bossier, Webster, Bienville, Lincoln, and Quachita Parishes, located as follows:

“The line is proposed to follow the eastern side of I-220 in a northerly direction to Cross Lake. The line would be attached to a designated
utility corridor across Cross Lake. At the termination of the utility corridor, the line would return to the highway right of way and continue
to the intersection of 1-220 and Airline Road. This section would include a bridge attachment on 1-220 spanning the Red River.

At the intersection of Airline Road and I-220, the line would turn to the south and continue on the east side of Airline Road to the
intersection of Airline Road and I-20. The line would cross 1-20 by way of a directional bore underneath the highway. The line would then
tumn to the east on the south side of 1-20.

From this point, the line would continue in an easterly direction on the south side of I-20 for the duration of the project. The line is
proposed to be installed as close to the fence marking the edge of the highway right of way as possible. The project is proposed to end at
the intersection of 1-20 and Highway 165 on the east side of the city of Monroe. This section would include a bridge attachment on 1-20
spanning the Ouachita River.” for the installation, operation and maintenance of “buried fiber optic cable”.

The following general conditions and standards shail apply:

FIRST: The rights and privileges granted to Permittee shail be nonexclusive and shall not be construed to be any broader than those expressly
set forth in Louisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws and the standards
of the Department.

SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require such
changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation, reconstruction,
widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the highway, or to insure
the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be borne by the Permittee, and
all of the cost of the work to be accomplished under the permit shall be borne by the Permittee.

THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed facilities
shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously granted permits
of use and occupancy. Departmental records of prior permits are availabie for inspection. It is the duty of the Permittee to determine the
existence and location of all facilities within the highway right-of-way.

FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following: o R
AASHTO Guide for Accommodating Utilities within Highway Right of Way,

Code of Federal Regulations, 23 CFR 23,

National Electrical Safety Code (C2), and

1996 Federal Telecommunications Act. -

FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves the
right to modify its policies, as may be required, if conditions warrant.

SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the Department,
shall be furnished to the Department by the Permittee free of cost. The Permittee shall make any and all changes or additions necessary in order
to receive Departmental approval.

SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Dlrectxves and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revxsed

EIGHTH: The Permittee must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of the
exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees, provided,
however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department, its agents or
employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its agents or employees.

bl
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NINTH: The Permittee is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not be
assigned to another company without the express written consent of the Department.

TENTH: Any permit granted by the Department is subject to revocation at any time. As long as Permitteg, in the judgement of the Department,
remains in compliance with the terms of this Permit, the Department will not suspend or revoke the Permit without sixty (60) days’ notice to
Permittee.

ELEVENTH: Signing for warning and protection of traffic in instances where workmen, equipment or materials are in close proximity to the
roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer edge
of the shoulder of the highway on one side to the outer edge of the shoulder of the highway on the opposite side, including the median of any
divided highway.

TWELFTH: All provisions and-standards contained in the permit relative to the installation of utilities shall apply to future operation, service
and maintenance of utilities.

THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected by
work under a permit must be restored to the satisfaction of the Department.

FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape placed
directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to all facilities.
FIFTEENTH: Prior to performing any excavations, the Permittee is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the Permittee must be a member of Louisiana One-Call.

-

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE
A. GENERAL

(1) All materials and workmanship shall conform to the requirements of the applicable industry code and to Department specifications.

(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.

(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the adjacent
undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance. Where existing
spoil material is, at the discretion of the Department, unsuitable for backfill, select material shall be furnished in lieu thereof, and the
existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the Permittee shall be represented by a plan covering any such actions. Such
plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing and
grubbing. The Permittee is authorized to retain all cleared timber. The Permittee shall follow-up with an erosion control, seeding
plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:

a) First from the land side,
b) Second from the interchange (longitudinally), and
c) Third from the highway.

(6) Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a problem
occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total cost.

(8) The DOTD District Permit Office shall be contacted and notified and shall give Departmental approval whenever the instaliation

must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Depanment

(10) Parallel installations shall be located on a uniform alignment to the right-of-way line and within six (6) mches of the approved
alignment.

B. CABLES INSTALLED PARALLEL TO THE HIGHWAY

(1) In addition to the requirements enumerated above, the following requirements shall apply to cables installed parallel to the highway:

(2) Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant from
the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;

(3) Installations shall have a minimum earth cover of thirty-six (36) inches;

(4) Installations shall have a minimum clearance of twenty-four (24) inches below existing or proposed drainage structures, unless
otherwise approved by the Department. .

(5) There shall be no installation of cable within the median.

(6) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for
installing cable shall be:
a. Between the control-of-access, and the right-of-way.
b. Between control-of-access right-of-way and shoulder if environmental condmons allow.
c. On longitudinal elevated structure.

C. CABLES CROSSING THE HIGHWAY

HEADQUARTERS (ORIGINAL) DISTRICT PERMITTEE
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(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or drainage
. structures.
(2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway may
be used for this purpose.
(3) Construction methods used shall be in accordance with the following requirements:

a. Cutting the surface or tunneling under it is specifically prohibited.

b. Installation shall be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the absence of
ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the outside edge of the traveled
way to a point at least equal to three (3) times the vertical difference between the elevation of the roadway surfacing and the
elevation of the top of the cable. Where width of right-of-way is insufficient to enable compliance with this requirement or
where it is necessary to make a connection to an existing parallel facility which precludes compliance, the distance shall be
computed to the right of way line or to the parallel facility. Any voids or overbreaks resulting from this task shall be backfilled
with grout consisting of a cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the
edge of the pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

SPECIAL CONDITIONS FOR CAPROCK FIBER OPTIC PERMIT
A. DOTD hereby waives all fees applicable to this permit in exchange for the following described services and/or equipment.

B. In conjunction with its installation along Interstate 20 from Shreveport to Monroe, CapRock shall supply the Department of Transportation
and Development with the following: :

(1) Eight (8) SMF dark fibers,

(2) Maintenance of conduit and fibers provided to DOTD performed at no charge to DOTD
(3) Build to DOTD District Headquarters in Bossier City, LA, by December 31, 2000.

(4) Build to DOTD District Headquarters in Monroe, LA, by December 31, 2000.

(5) Access to DOTD fibers for connection to DOTD regeneration stations.

C. The DOTD agrees to cooperate and provide assistance to CapRock in obtaining any permits required to complete the builds to the
DOTD District Headquarters

D. CapRock shall own the fiber optic communications system within the controlled access right-of-way. Outright sale of component(s)
of the system will require that the entity purchasing the component(s) apply for and receive a permit from DOTD for the route they
intend to acquire through purchase. The permit requirements and fees will be those in effect at the time of the sale.

Estimated number of times this facility will be accessed each year after construction has been completed, including meter
readings:
CapRock Communications Corp. g‘/ A

" Company Name .
15601 Dallas Parkway, Suite 700

Company Address

Date

Street or P.O. Box

Addison Texas 75001 Leo J. Cyr

: City or Town State  Zip Code Name of Person Signing Permit (Typed Or Printed)
972-982-9500
Telephone Number

Permittee must notify Headquarters Permit Specialist at (225) 379-1510 prior to beginning work and after work is completed.

Final inspection and approval by: Date:

DATE ISSUED: @ 23 288 A11 WORK MUST BE COMPLETED BY A

BY: 7
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STATE OF LOUISIANA
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
TEMPORARY FIBER OPTIC PERMIT (Authorized by State Law R.S. 48:381.2)
A copy of this permit shall be available at the site where and when work is performed

DISTRICT APPROVAL

By Date Control Unit
Enron:.Communications, Inc. , hereinafter termed
Name of Applicant

the applicant, requests a permit for the use and occupancy of the right-of-way of State Highway

No. in Parish, located as follows:

(Refer to Exhibit “A” The Route)

for the installation, operation and maintenance of the following described project: Four (4) 1.5” buried ducts with appurtenant
huried boxes. A fiber optic communications system located inside the buried duct em and regenerator facilities, all located on

and along D.O.T.D. property as indicated in Exhibit “A” The Route.

Estimated number of times this facility will be accessed each year after construction has been completed, including meter readings:

Duct and cable — guarterly; Regenerator facilities ~ weekly.

P Lol = wzas

Company Address Slgnamre of Owner
Street or P.O. Box
Portland, Oregon 97204 evin R. Kohnstamm
City or Town State Zip Code Name of Person Signing Permit (Typed or Printed)
(503)464-8531
Telephone No.
Applicant must notify District Permit Specialist, Phone Number: _ *See attached list , prior to
beginning work and after work is completed. Contact: Dawn Young (225) 379-1510
Final inspection and approval by: . Dite:
The permit fee as detailed herein must accompany the application. The fee must be paid by check or money order' this office will
not accept cash.

This Interim Fiber Optic Permit is bemg issued in order to accommodate permittees who have applied for penmts after enactment
of R. S. 48:381.2 and promulgation of the Notice of Intent entitled “Fiber Optic Permits” published in the March 20, 1999, issue of
the Louisiana Register, but before final rule-making is enacted. It is recognized by all parties hereto that final rule-making and/or
legislative or judicial action may alter the terms and conditions under which the Department of Transportation and Development
must operate in the issuance of Fiber Optic Permits and it is understood by all parties hereto that at such time as the terms and
conditions of such permits are legislatively or judicially altered, then and in such event, this permit shall no longer be in force and

effect and a new permit will be issued. *NOTE: Permit issued contingent on applicant submitting
Date Issued: 08-26-99 detailed drawings indicating type of facilities
and exact placement of facilities prior to
All work must be completed by: 08-26-00 construction.
(Expiration Date)

HEADQUARTERS UTILITY & PERMIT ENGINEER

NS

/ "HEADQUARTERS RIGHT OF WAY PERMITS ENGINEER

/
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The following general conditiofls and standards shall apply:

FIRST: The rights and privileges granted to applicant shall be nonexclusive and shall not be construed to be any broader than those
expressly set forth in Louisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws
and the standards of the Department.

SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require
such changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation,
reconstruction, widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the
highway, or to insure the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be
borne by the applicant, and all of the cost of the work to be accomplished under the permit shall be borme by the applicant.

THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed
facilities shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously
granted permits of use and occupancy. Departmental records of prior permits are available for inspection. Itis the duty of the applicant to
determine the existence and location of all facilities within the highway right-of-way.

FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following:

1. AASHTO Guide for Accommodating Utilities within Highway Right of Way,
2. Code of Federal Regulations, 23 CFR 23,

3. National Electrical Safety Code (C2), and

4. 1996 Federal Telecommunications Act.”

FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves
the right to modify its policies, as may be required, if conditions warrant.

SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the
Department, shall be furnished to the Department by the applicant free of cost. The applicant shall make any and all changes or additions
necessary in order to receive Departmental approval.

SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Directives and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revised.

EIGHTH: The applicant must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of
the exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees,
provided, however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department,
its agents or employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its
agents or employees. It is recognized by permittee that the Department is issuing this permit prior to finalization of rule-making.
Therefore, the permittee agrees hereby to indemnify the Department against any and all claims, suits, liabilities, losses, damages, costs or
expenses in the event that said claims, suits, liabilities, losses, damages, costs or expenses are sustained by reason of issuance of this permit
by Department.

NINTH: The applicant is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not
be assigned to another company without the express written consent of the Department.

TENTH: Any permit granted by the Department is subject to revocation at any time. It is understood by the parties hereto that this permit
is issued prior to completion of final rule-making which will uitimately govern the issuance, terms and conditions of the final permit.
ELEVENTH: Signing for warning and protection of traffic in instances where workmen, equipment or materials are in close proximity to
the roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer
edge of the shoulder of the highway on one side to the outer edge of the shoulder of the highway on the opposite side, including the median
of any divided highway. )

TWELFTH: All provisions and standards contained in the permit relative to the installation of utilities shall apply to future operation,
service and maintenance of utilities.

THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected
by work under a permit must be restored to the satisfaction of the Department.

FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape
placed directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to
all facilities.

FIFTEENTH: Prior to performing any excavations, the applicant is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the applicant must be a member of Louisiana One-Call.

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE

A. GENERAL
(1) All materials and workmanship shall conform to the requirements of the applicable industry code and to Department
specifications.
(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.
(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the
adjacent undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance.

HEADQUARTERS (ORIGINAL) DISTRICT PERMITTEE
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Where existing spoil«material is, at the discretion of the Department, unsuitable for backfill, select material shall be furnished in
lieu thereof, and the existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the applicant shall be represented by a plan covering any such actions.
Such plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing
and grubbing. The applicant is authorized to retain all cleared timber. The applicant shall follow-up with an erosion control,
seeding plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:

a. First from the land side,
b. Second from the interchange (longitudinally), and
c. Third from the highway.

(6) Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a
problem occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total
cost.

(8) The DOTD District Permit Office shall be contacted and notified and shall give Departmental approval whenever the installation
must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Department.

(10) Parallel instailations shail be located on a uniform alignment to the right-of-way line and within six (6) inches of the approved
alignment.

CABLES INSTALLED PARALLEL TO THE HIGHWAY

(1) In addition to the requirements enumerated above, the following requirements shall apply to cables installed parallel to the
highway: '

a. Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant
from the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;

b. Installations shall have a minimum earth cover of thirty-six (36) inches;

c. Installations shall have a minimum clearance of twenty-four (24) inches below existing or proposed drainage structures,
unless otherwise approved by the Department.

d. ‘There shall be no installation of cable within the median.

(2) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for

installing cable shall be:

a. Between the control-of-access, and the right-of-way.

b. Between control-of-access right-of-way and shoulder if environmental conditions allow.
c.  On longitudinal elevated structure.

CABLES CROSSING THE HIGHWAY

(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or
drainage structures.

(2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway
may be used for this purpose.

(3) Construction methods used shall be in accordance with the following requirements:

a.  Cautting the surface or tunneling under it is specifically prohibited.

b. Installation shall be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the
absence of ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the
outside edge of the traveled way to a point at least equal to three (3)times the vertical difference between the
elevation of the roadway surfacing and the elevation of the top of the cable. Where width of right-of-way is
insufficient to enable compliance with this requirément or where it is necessary to make a connection to an
existing parallel facility which precludes compliance, the distance shall be computed to the right of way line or to
the parallel facility. Any voids or overbreaks resulting from this task shall be backfilled with grout consisting of a
cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the edge of the
pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

FEES

(1) A fee of $5,000/mile shall apply to fiber optic telecommunications installations placed within State controlled access highway
rights-of-way. -

(2) The Department may reduce fees in exchange for shared resources. These resources shall be as described in the attached Special
Conditions document.

(3) The Department may reduce fees for its agents, i.e. those permit applicants who erect facilities on behalf of the Department in
order to conduct Departmental work. *

* See Exhibit “B” attached.
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Special Conditions for Enron Fiber Optic Permit

DOTD hereby waives all fees applicable to this permit, in exchange for the services
specified herein.

Enron intends to install fiber optic cable across Louisiana through Lake Charles,
Lafayette, Baton Rouge, and New Orleans, along I-10 and several state highways.

Enron shall supply DOTD with:

1. 8 SMF 28 dark fibers along this route; and

2. a 1.5 inch duct along this route; and

3. handholes approximately every 20 miles at Enron splice points and/or regenerator
locations; and

4. rack space and a separate entrance in Enron’s climate controlled regenerator facilities.

Enron shall also build to designated DOTD sites along and within 2 miles of the Enron
route, and accessible by DOTD right-of-way. Enron shall not be required to acquire or
pay for local permits or license fees for providing service to DOTD. DOTD shall either
acquire and pay for this, or shall waive Enron’s obligation to provide service to the
effected location.



DOTD Connection Sites — Enron Only 1508..¢,

As Agreed at MEETING — MARCH 30, 2000
DOTD Headquarters — 1:00pm .

Listed below are sites needed to be included in the fiber optic installation along the
proposed route:

I-10 Route

Eastbound Truck Weigh Scales near Texas state line
(located on 1-10 1 mi. east of the Texas state line)

Westbound Truck Weigh Scales near Texas state line
(located on I-10 1 mi. east of the Texas state line)

Toomey Rest Area and Tourist Center
(on south side of 1-10, 1.5mi. east of Texas State Line) .

Vinton Rest Area westbound (Regeneration Station)
(on north side of I-10, 5.7mi. west of Jct. LA 27)

????? Sabine River Diversion
Mr. Todd Stein

2365 E. Napoleon

Sulphur, LA 70664

Sulphur Project Engineer Office
Ronald Dupont — Project Engineer
1616 Weekly Road (off Arizona St)
.3 mi. before I-10 overpass
Sulphur, LA 70663

ITS Variable Message Sign
I-10 @ junction of I-210 west

ITS Variable Message Sign
I-10 @ junction of I-210 east

Lake Charles District Office
P.O. Box 1430

5827 US 90 East

Lake Charles, LA 70602



Enron Connectior"Points 1 508§ 40

Roanoke Microwave Tower on I-10 at LA 395
(.25mi. north side of 1-10, east of state hwy)

Jennings Project Engineer Office
Todd Landry- Project Engineer
1607 Public Works Road

Jennings, LA 70546

Jennings Maintenance Office
1705 US 90
Jennings, LA 70546

Bayou Nezpique Rest Area Eastbound
(On s. side of I-10, 0.2 mi. east of Bayou Nezpique)

Bayou Nezpique Rest Area Westbound
(on n. side of 1-10, 0.2mi. east of Bayou Nezpique)

Scott Microwave Tower
(I-10 inside the Ambassador Caffery interchange)

Lafayette POP
1-10 MM101

ITS Variable Message Sign & Limited Visibility Enhancement Project
1-10 @ LA 182 (Lafayette)

Lafayette Rest Area (eastbound)
(on so. Side of 1-10, 0.75 mi. east of Jct. US 167)

Lafayette Rest Area (Westbound) -
(on n. side of I-10, 3.2 mi. west of Jct. LA 328)

Eastbound Truck Weigh Scales at Breaux Bridge
(located 9 mi. east of Lafayette on |-10)

Westbound Truck Weigh Scales at Breaux Bridge
(located 9 mi. east of Lafayette on I-10)

ITS Variable Message Sign & Limited Visibility Enhancement Project
I-10 @ LA 686 (Henderson)

Atchafalaya Rest Area & Microwave Tower (eastbound)
(on s. side of 1-10, at Jct. 3177) (LA 105)

Page 2 of 5



Enron Connection=Points .
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Grosse Tete Rest Area (eastbound)

(on so. Side of I-10, 2.0 mi. east of Jct. LA 3000)

Grosse Tete Rest Area & Microwave Tower (westbound)
(on no. side of I-10, 1.8 mi. west of Jct. LA77

ITS Variable Message Sign & Limited Visibility Enhancement Project
1-10 @ LA 77 (Grosse Tete) ~

Port Allen Project Engr./Maintenance Office
(handhole @I-10/SR-415)

Baton Rouge Advanced Traffic Management-Emergency Cperations Center
LA 408 (Harding Bivd) — 3773 Harding Bivd.
1.5 mi. from junction of US 61 & 1-110

ITS Communication Hub Site
US 61 (Airline Hwy) @ 1-110
Baton Rouge, LA

State Police/DOTD ITS/Emergency Operations Center (HANDHOLE @
Intersection of US061 and US-190)

Independence Bivd

Baton Rouge, LA

(1 mi. from junction of US 61 & US 190)

north side of US 190 - handhole

Eastbound Truck Weigh Scales & Microwave Tower near Laplace
(located on I-10 within 2mi. west exit to Laplace (US 51)

Westbound Truck Weigh Scales near Laplace
(located on 1-10 within 2mi. west exit to Laplace (US 51)

Eastbound Truck Weigh Scales (US 61)
(approx. 2 mi. east of US 51)

Westbound Truck Weigh Scales (US 61)
(approx. 2 mi. east of US 51)

Metairie Microwave Tower
(located on Veterans Bivd. Near |-10 and 1-610)

22272 Jefferson Project Engineer’s Office

Frank Standige
2105 Dickory Ave.
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Jefferson, LA 70123 -

Kenner Project Engineer’s Office/Maintenance Unit
164 W. 3" St.
Kenner, LA 70062

???7? DOTD Right-of-way office

I-10 @ Williams Blvd. (1200’ north of centerline of 1-10)
3108 Williams Bivd.

Kenner, LA 70065

?7?77? District Design Office

7252 Lakeshore Drive

(9200’ north of centerline of 1-610 & 10,400’ north of centerline of I-10)
New Orleans, LA 70124

] - 12 Route

Baton Rouge District Headquarters
8100 Airline Hwy
Baton Rouge, LA 70821

ITS Communication Hub Site (Handhole)
Junction 1-12 @ Millerville Road

??2?7? Walker Maintenance Unit
12810 Burgess Avenue
Walker, LA 70785

Livingston Maintenance/Project Engineer Office
Mike Ricca

29802 Frost Road

Livingston, LA 70754

Holden Rest Area Eastbound
(on s. side of 1-12, 4.7mi. east of Jct. LA 63)

Holden Rest Area Westbound
(on n. side of I-12, 0.7mi. west of Jct. LA 411)

Eastbound/Westbound Truck Weigh Scales near Baptist
(located 1 mi. west of I-55 on 1-12)
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Hammond District Headquarters
685 N. Morrison Blvd.
Hammond, LA 70401

I-55 Route

ITS Variable Message Sign & Limited Visibility Enhancement Project
I-565 @ US 51 (Pontchatoula)

Regeneration Station

1-55 @ US 51 (Pontchatoula)

Manchac Microwave Tower
(located between US 51 & I-55 at Manchac)

Page 5 of 5



Fiber Optic Permit
between
State of Louisiana Department of
Transportation and Development
and
PrimeLink Systems, Inc.



150890

Permit No.
06/00 Entered in Computer file
STATE OF LOUISIANA :
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
FIBER OPTIC PERMIT

(Authorized by State Law R.S. 48:381.2)
A copy of this permit shall be available at the site where and when work is performed

IT IS UNDERSTOOD BY ALL PARTIES HERETO THAT THIS PERMIT SHALL BE FINAL AND IN FORCE AND
EFFECT UPON SIGNATURE OF PERMITTEE AND SIGNATURE OF DEPARTMENT OF TRANSPORTATION AND
DEVELOPMENT OFFICIALS

DISTRICT APPROVAL

By Date Control Unit,

PrimeLink Systems, Inc.
Name of Permittee

hereinafter referred to as “ Permittee”, requests a permit for the use and occupancy of the right-of-way of Interstate/State Highway

No.__I-49 inCaddo, DeSoto, NatChitOCh%%ﬁmﬁ§R$§ﬂ§ﬁm%M9YelleS
Evangeline, St. Landry and Lafayette Parishes

Cable to be installed on the West side of I-49

for the installation, operation and maintenance of the following described project:

Installation of buried (12) up to 1.9" I.D. HDPE's E/W (1) fiber

cable for telecommunications purposes

The following general conditions and standards shall apply:

FIRST: The rights and privileges granted to Permittee shall be nonexclusive and shall not be construed to be any broader than those expressly
set forth in Louisiana law. Any facilities placed on the highway right-of-way shall be placed in accordance with existing laws and the standards
of the Department. '

SECOND: All facilities, after having been erected, shall at all times be subject to inspection. The Department reserves the right to require such
changes, additions, repairs, relocations and removal as may at any time be considered necessary to permit the relocation, reconstruction,
widening and maintaining of the highway, to provide proper and safe protection of life and property on or adjacent to the highway, or to insure
the safety of traffic on the highway. The cost of making such changes, additions, repairs and relocations shall be borne by the Permittee, and
all of the cost of the work to be accomplished under the permit shall be borne by the Permittee. - -

THIRD: The proposed facilities, their operation and maintenance shall not unreasonably interfere with the facilities or the operation or
maintenance of the facilities of other persons, firms or corporations previously issued permits of use and occupancy. The proposed facilities
shall not be dangerous to persons or property using or occupying the highway or using facilities constructed under previously granted permits
of use and occupancy. Departmental records of prior permits are available for inspection. It is the duty of the Permittee to determine the
existence and location of all facilities within the highway right-of-way.

FOURTH: Installations within the highway right-of-way shall be established in accordance with applicable provisions contained in the
following:

1. AASHTO Guide for Accommodating Utilities within Highway Right of Way,
2. Code of Federal Regulations, 23 CFR 23,

3. National Electrical Safety Code (C2), and

4. 1996 Federal Telecommunications Act.

FIFTH: Those facilities not included in the above mentioned documents shall be established in accordance with accepted practice. Where
standards of the Department exceed those of the above cited codes, the standards of the Department shall apply. The Department reserves the
right to modify its policies, as may be required, if conditions warrant.

SIXTH: Data relative to the proposed location, relocation and design of the fixtures or appurtenances, as may be required by the Department,
shall be fumnished to the Department by the Permittee free of cost. The Permittee shall make any and all changes or additions necessary in order
to receive Departmental approval.
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- Permit No. 1508 90

SEVENTH: Cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department’s EDSM (Engineering Directives and
Standards Manual) IV.2.1.6 and Vegetation Manual, as revised.

EIGHTH: The Permittee must agree to defend, indemnify, and hold harmless the Department and its duly appointed agents and employees
from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys’ fees sustained by reason of the
“exercise of the permit, whether or not the same may have been caused by the negligence of the Department, its agents or employees, provided,
however, the provisions of this last clause (whether or not the same may have been caused by the negligence of the Department, its agents or
employees) shall not apply to any personal injury or property damage caused by the sole negligence of the Department, its agents or employees.

NINTH: The Permittee is the owner of the facility for which a permit is requested, and is responsible for maintenance of the facility. Any
permit granted by the Department is granted only insofar as the Department had the power and right to grant the permit. Permits shall not be
assigned to another company without the express written consent of the Department.

TENTH: Any permit granted by the Department is subject to revocation at any time.

ELEVENTH: Signing for warning and protection of traffic in instances where workmen, equipment or materials are in close proximity to the
roadway surface, shall be in accordance with requirements contained in the Manual on Uniform Traffic Control Devices. No vehicles,
equipment and/or materials shall operate from, or be parked, stored or stockpiled on any highway or in an area extending from the outer edge
of the shoulder of the highway on one side to the outer edge of the shoulder of the highway on the opposite side, including the median of any
divided highway. .

TWELFTH: All provisions and standards contained in the permit relative to the installation of utilitics shall apply to future operation, service
and maintenance of utilities.

THIRTEENTH: Drainage in highway side and cross ditches must be maintained at all times. The entire highway right-of-way affected by
work under a permit must be restored to the satisfaction of the Department.

FOURTEENTH: Any non-metallic or non-conductive underground facility must be installed with a non-corrosive metallic wire or tape placed
directly over and on the center of the facility for its entire length within highway right-of-way. Wire or tape must be connected to all facilities.
FIFTEENTH: Prior to performing any excavations, the Permittee is required to call Louisiana One-Call. If installing any underground
facilities such as cable or conduits, the Permittee must be a member of Louisiana One-Call.

SPECIFIC STANDARDS FOR INSTALLATION OF FIBER-OPTIC CABLE

>

A. GENERAL

(1) All materials and workmanship shall conform to the requirements of the applicable industry code and to Department specifications.

(2) All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be tolerated.

(3) All excavations within the limits of the right-of-way shall be backfilled and tamped in six inch layers to the density of the adjacent
undisturbed soil. Where sod is removed or destroyed, it shall be replaced within one week of the original disturbance. Where existing
spoil material is, at the discretion of the Department, unsuitable for backfill, select material shall be furnished in lieu thereof, and the
existing material shall be disposed of by approved methods.

(4) Any clearing and grubbing which may be required by the Permittee shall be represented by a plan covering any such actions. Such
plans shall also be submitted for erosion control measures which may be required to vegetate the area under such clearing and
grubbing. The Permittee is authorized to retain all cleared timber. The Permittee shall follow-up with an erosion control, seeding
plan approved by Department.

(5) Access to the permitted installation shall be made in the following order of priority:
a) First from the land side, .

b) Second from the interchange (longitudinally), and
c¢) Third from the highway. - - H

(6) Each occasion of access shall be pre-approved by the appropriate DOTD District Permit Office.

(7) Repairs beneath the roadway shall not be allowed if such repairs necessitate open cutting (open trenches) the highway. If a problem
occurs with a line crossing, the utility company must install a new crossing. The utility company must bear the total cost.

(8) The DOTD District Permit Office shall be contacted and notified and shall give Departmental approval whenever the installation

must be accessed, including access for routine maintenance. For routine maintenance, three (3) days’ notice shall be given. In
-emergency situations, as much notice as possible must be given.

(9) Repeater boxes shall be placed outside of the right-of-way, unless otherwise approved by the Department.

(10) Parallel installations shall be located on a uniform alignment to the right-of-way line and within six (6) inches of the approved
alignment.

B. CABLES INSTALLED PARALLEL TO THE HIGHWAY

(1) In addition to the requirements enumerated above, the following requirements shall apply to cabies installed parailel to the highway:
(1) Installations shall occupy available space within the back ten (10) feet of the right-of-way (located on the side most distant from
the traveled roadway, except where, upon showing of actual necessity, a permit is issued for another location;
(2) Installations shall have a minimum earth cover of thirty-six (36) inches;
(3) Installations shall have a minimum clearance of twenty-four (24) inches bclow existing or proposed drainage structures, unless
otherwise approved by the Department.
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(4) There shall be no installation of cable within the median.
(2) In general, installation of cable shall be as close to the right-of-way line as possible. The order of preferred locations for installing
cable shall be:
a. Between the control-of-access, and the right-of-way.
b. Between control-of-access right-of-way and shoulder if environmental conditions ailow.
¢. On longitudinal elevated structure.

C. CABLES CROSSING THE HIGHWAY
(1) Crossings shall have at least five (5) feet of cover below the roadway and twenty-four (24) inches of cover below ditches or drainage
structures.
(2) Crossings shall be made at as nearly right angles to the highway as possible. No existing drainage structure under the highway may
be used for this purpose.
(3) Construction methods used shall be in accordance with the following requirements:

a.  Cutting the surface or tunneling under it is specifically prohibited.

b. Installation shall be made either by boring or jacking under the highway from ditch bottom to ditch bottom. In the absence of
ditches, or along sections of highway with curb or gutter, boring or jacking shall extend beyond the outside edge of the traveled
way to a point at least equal to three (3) times the vertical difference between the clevation of the roadway surfacing and the
elevation of the top of the cable. Where width of right-of-way is insufficient to enable compliance with this requirement or
where it is necessary to make a connection to an existing parallel facility which preciudes compliance, the distance shall be
computed to the right of way line or to the parallel facility. Any voids or overbreaks resulting from this task shall be backfilled
with grout consisting of a cement mortar or a slurry of fine sand or clay, as conditions require. Excavating an open ditch to the
edge of the pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done in
accordance with Section 728 of the Louisiana Standard Specifications for Roads and Bridges, latest edition.

SPECIAL CONDITIONS FOR PRIMELINK FIBER OPTIC PERMIT

A. DOTD hereby waives all fees applicable to this permit in exchange for the following described services and/or equipment.

B. In conjunction with its installation along Interstate 49 from Lafayette to Shreveport, PrimeLink shall supply the Department of
Transportation and Development with the following:

(1) Eight (8) SMF dark fibers,

(2) Rack space in PrimeLink System’s climate controlled regenerator facilities (only on DOTD-provided site locations).

(3) Free access to DOTD’s fiber at the following locations:
a. All PrimeLink regenerator locations
b. All locations on the following Fiber Optic Access Point List
¢. At the four (4) pull boxes located nearest to US 84, LA 6, US 167 and LA 71/US 165 interchanges.

(4) PrimeLink shall also build to all remaining designated DOTD sites as listed on the following Fiber Optic Access Point List.

(5) PrimeLink shall not be required to acquire or pay for local permits or license fees for providing service to DOTD. DOTD shall
cither acquire and pay for permits and licenses or shall waive PrimeLink’s obligation to provide service of the affected location.

(6) PrimeLink Systems shall own the fiber optic communications system within the controlled access right-of-way. Outright sale of
component(s) of the system will require that the entity purchasing the component(s) apply for and receive a permit from DOTD for
the route which they intend to acquire through purchase. The permit requirements and fees will be those in effect at the time of the
sale. Nothing herein shall prevent permittee from selling facilities or components not located within the DOTD right-of-way or
entering into indefeasible right-of-use agreements or other contracts with customers so long as ownership of the components within
the DOTD right-of-way vests in permittee according to Louisiana law while such components are located in the DOTD right-of-way.

(7) Maintenance of conduit and fibers provided to DOTD shall be performed at no charge to DOTD.

(8) PrimeLink:will furnish 48-volt DC from an uninterruptible power supply to DOTD equipment at each regenerator site. Power
consumed by DOTD equipment at each regeneration site is to be metered and paid for by DOTD.

C. PrimeLink Fiber Optic Access Points:
(1) PrimeLink Point of Presence (POP) in Shreveport
(2) Microwave Tower at Junction of Interstate 49 and Interstate 20

(3) ITS Variable Message Sign and Limited Visibility Enhancement Project
Interstate 49 Inner Loop Expressway (Shreveport)

(4) Proposed truck weight enforcement scales near Lena
Access to fiber at nearest splice point to this location
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-

Interstate 49, mile marker 110

(5) Alexandria District Office
3300 McArthur Drive
Alexandria, LA

(6) Grand Prairie Rest Area
East Side of Interstate 49

(7) Louisiana State Police Troop E Station
Junction of Interstate 49 and LA 1, west of US 165, west of US 71

(8) Lafayette - Enron site
(Datacom) near intersection of Interstate 49 and Interstate 10 in Lafayette

Estimated number of times this facility will be accessed each year after construction has been completed, including meter
readings:

PrimeLink Systems, Inc.
Company Name ZZ Z } CIL_ Q e
10135 Hereford Raoad { A | =

Company Address xgnature of Owner * Date

Street or P.O. Box .
Folsom, LA 70437 , John R. Wade, President

Cityor Town  State Zip Code Name of Person Signing Petmit (Typed Or Printed)
504/796-3936
Telephone Number

Permittee must notify District Permit Specialist, Phone Number: , prior to beginning work and after
work is completed. ’
Final inspection and approval by: Date:

paTEIssueD: -1 2-2000

ALL WORK MUST BE COMPLETED BY §-/2-200]
(EXPIRATION DATE) /
. BY:

HEADQUARTERS PERMIT EN:G_INEER
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